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1 Lieferumfang

Drehgriff

Arretierring

Mischventil

TR
é

3 x Gewindeverschraubung,
einmal mit Ruckflussverhinderer

1.1  Lieferung und Transport

Uberprufen Sie unmittelbar nach Erhalt der Lieferung die Ware auf Vollstandigkeit und
Unversehrtheit. Eventuelle Schaden oder Reklamationen sind umgehend zu melden.



2 Normen und Richtlinien

Neben landerspezifischen Richtlinien und ortlichen Vorschriften sind die Regeln und Normen
der Montageanleitung fur die COSMO CFWME/CFWMVEE.

2.1 Mitgeltende Unterlagen
Beachten Sie unbedingt die Montage- und Bedienungsanieitungen des Frischwassermoduls.

3 Aligemeiner Hinweis zur
Montage-und Betriebsanleitung

Diese Anleitung beschreibt die Montage der Vormischeinheit COSMO CFWMEVMV des
Frischwassermoduls COSMO CFWME / CFWMVEE und ist nur gultig in Verbindung mit der
Montage- und Bedienungsanleitung des Frischwassermoduls COSMO CFWME / CFWMVEE.
Die Installation und Inbetriebnahme darf nur durch ausgebildetes Fachpersonal vorgenommen
werden.

Das Frischwassermodul darf nur in frostgeschutzten, trockenen Raumlichkeiten montiert und
betrieben werden.

Lesen Sie diese Anleitung vor Beginn der Montagearbeiten sorgfaltig durch.

Bei Nichtbeachtung entfallen samtliche Garantie- und Gewahrleistungsanspriche.
Abbildungen sind symbolisch und konnen vom jeweiligen Produkt abweichen.

Technische Anderungen und Irrtiimer vorbehalten.

31 Verwendungszweck

Die Vormischeinheit COSMO CFWMEVMYV dient zur Montage der Vormischeinheit des
Frischwassermoduls COSMO CFWME / CFWMEVEE an einen Pufferspeicher bei gleichzeitiger
heizungsseitiger Verrohrung.



4 Technische Daten
Frischwassermodul CFWME plus Vormischeinheit
Kaltwassertemperatur 10°C
Primar Volumenstrom 1100 I/h
“Puffertemperatur | Warmwasser °C Zapfrate /min | RLtemp.°C | Leistung kW
65 55 16,8 22,7 530
50 20,4 19,5 57,0
45 246 7.1 60,0
0 50 17,5 209 29,0
45 21,7 17,8 53,0
55 45 18,4 19,2 45,0
50 45 14,3 22,3 35,0

Aufgrund des Druckverlusts in der Vormischeinheit verringert sich der Volumenstrom im

Primarkreis von 1,3 m3/h auf 1,1 m3/h.

Bezebmung /Typ COSMO CFWMEVMV

NenngroBe DN 25

Max. Betriebsdruck 10 bar

Max. Temperatur HeiBwasser 90 °C

Einstellbereich Mischwasser 35-65°C

Druckverlust des Mischventils Ks 3,0 m¥/h

Anschllsse | ohne Anschlussverschraubung G1% AG
Gewindeverschraubung R1

Zulassige Medien Heizungswasser nach VDI 2035

Werkstoffe

Gehause, Anschlussteile CW617N (2.0402)

Dichtungen EPDM

41 Druckverlust
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5 Abmessungen

verschraubung
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Anschlussart Typ A B Cc D
I H DN 25 G1% AG 125,5 mm 50 mm 38,5 mm
et
Ohne
)
e
-
.\‘ } DN 25 R1 161 mm 89,5 mm 78 mm
Gewinde-




6 Hydraulischer Anschluss

H Puffervorlauf
M Mischwasser
[ & Kaltwasser

WW Warmwasser

7 Bedienung

Arretierring [2] anheben und Drehgriff
[1] in die gewunschte Stellung drehen.

Nach Beendigung der Einstellung den
Arretierring loslassen. Durch leichtes
Drehen gewahrleisten, dass dieser
wieder sicher einrastet. Dadurch wird
ein unbeabsichtigtes Verstellen
verhindert.




8 Inbetriebnahme

Voraussetzung fur die Inbetriebnahme ist eine vollstandige Installation aller hydraulischen und
elektrischen Komponenten.

Alle Bauteile der Anlage inkl. aller werksseitig vorgefertigten Elemente auf Dichtheit Uberprufen
und bei eventuellen Undichtigkeiten entsprechend abdichten. Dabei den Prufdruck und die
Prifdauer dem jeweiligen Verrohrungssystem und dem jeweiligen Betriebsdruck anpassen.
Hinweis:

Zur Inbetriebnahme die Montage- und Bedienungsanleitung des Frischwassermoduls
beachten.

9 Gewahrleistung, Nachkauf-
Garantie, Impressum

10 JAHRE 5 JAHRE

NACHKAUFGARANTIE GEWAHRLEISTUNG
10 YEARS 5 YEARS
AVAILABILITY GUARANTEE WARRANTY

1. Ausgabe Mai 2018

Irrtimer und Anderungen vorbehalten.
Samtliche Bild-, Produkt-, MaB- und
Ausflhrungsangaben entsprechen

dem Tag der Drucklegung.

Technische Anderungen sowie Anderungen
an Farbe oder Form der abgebildeten
Produkten vorbehalten.

Farbabweichungen sind auch aus
drucktechnischen Grinden nicht auszuschlieBen.
Modell- und Produktanspriche konnen nicht
geltend gemacht werden.

Im Rahmen der zur Zeit gultigen gesetzlichen
Bestimmungen des Kaufvertragsrechts (BGB
hinsichtlich Mangelgewahrleistungsanspruche)
gilt fir COSMO eine Verjahrungsfrist

von 5 Jahren ab Lieferung.
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INSTALLATION AND OPERATING MANUAL
CFWMEVMYV PREMIXING UNIT
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1 Scope of delivery

Item

1 Rotary handle

2 Locking ring

3 Mixing valve

4 3 x screw thread,

one with a non-return valve

1.1 Delivery and transport

Check to make sure the product is complete and undamaged immediately after receipt. Any
damage or complaints must be reported immediately.



2 Standards and guidelines

In addition to country-specific directives and local regulations, the rules and standards of the
installation instructions for the COSMO CFWME/CFWMVEE apply.

2.1 Applicable documents
Always follow the installation and operating instructions for the freshwater module.

3 General information regarding
the installation and operating
manual

This manual describes the installation of the COSMO CFWMEVMV premixing unit for the
COSMO CFWME/CFWMVEE freshwater module and is only valid in conjunction with the
installation and operating manual for the COSMO CFWME/CFWMVEE freshwater module.
The installation and commissioning procedures should only be conducted by qualified,
specialist personnel.

The freshwater module may only be installed and operated on frost-protected, dry premises.
Read this manual carefully before starting any installation work.

Non-compliance will invalidate all claims under the guarantee and warranty.

lllustrations are symbolic and may differ from product to product.

Subject to technical changes and errors.

3.1 Intended purpose

The COSMO CFWMEVMV premixing unit is used to install the COSMO CFWME/CFWMEVEE
freshwater module directly on a buffer tank with piping on the heating side at the same time.



4 Technical specifications

CFWME freshwater module plus premixing unit

Cold water temperature 10°C
Primary flow rate 1100 I/h
“Buffer Hot water °C Dose rate /min | Return temp. | Output kW
temperature "%
65 55 168 227 530
50 204 195 57.0
45 246 171 60.0
60 50 175 20.9 490
45 21.7 17.8 530
55 a5 184 192 45.0
50 45 143 22.3 350

Due to the pressure loss in the premixing unit, the flow rate in the primary circuit is reduced

from 1.3 m3/h to 1.1 m3/h.

Deslglauwtype COSMO CFWMEVMV
Nominal size DN 25
Max. operating pressure 10 bar
Max. temperature of hot water 90 °C
Mixing water adjusting range 35-65°C
Pressure loss of the mixing valve ki 3.0m¥h
Connections | Without a screw connection G1% AG
Screw thread R1

Approved media Heating water according to VDI 2035
Materials
Housing, connecting components CW617N (2.0402)
Seals EPDM
4.1 Pressure loss
/ a i
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5 Dimensions
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Connection type | Type A B c D

I DN 25 G1% AG 1255mm | 50mm 38.5mm
Without

-
BE

E\- } DN 25 R1 161 mm 89.5mm 78 mm

Screw thréad




Hydraulic connection

COSMO CFWME

Designation
H Buffer supply
M Mixed water
C Cold water
HW Hot water
7 Operation

Lift the locking ring [2] and turn the
rotary handle [1] to the desired position.

After completing the adjustment
release the locking ring. Make sure that
this securely engages again by turning
lightly. Doing this will prevent causing
an unintended adjustment.

/




8 Commissioning

Complete installation of all hydraulic and electrical components is a precondition for
commissioning.

Check all of the parts on the system, including all pre-assembled components, to make sure
they are tight and seal any leaks accordingly. When doing so, adapt the test pressure and test
duration to match the respective piping system and the respective operating pressure.

Note:

Observe the installation and operating instructions for the freshwater module during
commissioning.

9 Warranty, availability
guarantee, imprint

10 JAHRE 5 JAHRE
NACHKAUFGARANTIE GEWAHRLEISTUNG

10 YEARS 5 YEARS

AVAILABILITY GUARANTEE WARRANTY

1st edition May 2018

Subject to errors and alterations.

All specifications relating to images, products, dimensions and designs are correct at the time
of printing.

Subject to technical changes and changes to the colour or shape of the illustrated products.
Deviations in terms of colour cannot be ruled out due to technical reasons in the printing
process.

Claims relating to the model and product cannot be asserted.

Within the framework of the current legal provisions of the Purchase Contract Law (BGB [Civil
Code] with respect to warranty claims), COSMO has a limitation period of 5 years from the date
of delivery.
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